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Effective Date: July 1, 2014 CLV Ordinance #6325
Theitemslisted are basic information only. Codes are subject to change. Additional requirements may apply.

Sprinkler System Requirements (Occupant)

Where the property owner is not the occupant, topgsty owner shall be permitted to pass on the
authority for inspecting, testing, and maintainitige fire protection systems to the occupant,
management firm, or managing individual throughc#jee provisions in the lease, written use
agreement, or management COntrNEPA 25 4.1.1.3

The property owner or occupant shall notify theharty having jurisdiction, the fire department, if
required, and the alarm-receiving facility befasting or shutting down a system or its supply.
NFPA 25 4.1.3

The property owner or occupant shall not make akgingthe occupancy, the use or process, or the
materials used or stored in the building withoutleation of the fire protection systems for their
capability to protect the new occupancy, use, dernas.NFPA 25 4.1.5

Records shall be made for all inspections, test$,naaintenance of the system and its components
and shall be made available to the authority haungdiction upon requesMFPA 25 4.3.1

Records shall indicate the procedure performed., (éxgpection, test, or maintenance), the
organization that performed the work, the resalts, the dateNFPA 245 4.3.2

As-built system installation drawings, hydraulidccgations, original acceptance test records, and
device manufacturer’s data sheets shall be retéandke life of the systenNFPA 25 4.3.4

Subsequent records shall be retained for a periotl gear after the next inspection, test, or
maintenance of that type required by the stant##BA 25 4.3.5

Sprinklers shall not show signs of leakage; shalfrbe of corrosion, foreign materials, paint, and
physical damage; and shall be installed in thegropentation (e.g., upright, pendant, or sidewall
NFPA 25 5.2.1.1.1

Any sprinkler shall be replaced that has signseaka&ge; is painted, other than by the sprinkler
manufacturer, corroded, damaged, or loaded; txeimtproper orientatioiINFPA 25 5.2.1.1.2

Alarm devices shall be inspected quarterly to yehiat they are free of physical damage.
NFPA 25 5.2.5
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The hydraulic nameplate for hydraulically desigegstems shall be inspected quarterly to verify that
it is attached securely to the sprinkler riser iaridgible.NFPA 25 5.2.6

Where sprinklers have been in service for 50 yehey, shall be replaced or representative samples
from one or more sample areas shall be tested pi@stdures shall be repeated at 10-year intervals.
NFPA 25 5.3.1.1.1

Sprinklers manufactured using fast-response elentkat have been in service for 20 years shall be
replaced, or representative samples shall be t&3teg shall be retested at 10-year intervals.
NFPA 25 5.3.1.1.1.3

Dry sprinklers that have been in service for 10yshall be replaced, or representative sampldls sha
be tested. They shall be retested at 10-year alteNFPA 25 5.3.1.1.1.6

Gauges shall be replaced every 5 years or testeg Bwyears by comparison with a calibrated gauge.
Gauges not accurate to within 3 percent of thestidle shall be recalibrated or replaced.
NFPA 25 5.3.1

The freezing point of solutions in antifreeze sballtested annually by measuring the specific ravi
with a hydrometer or refractometer and adjustiegstblution if necessarjNFPA 25 5.3.4

A supply of spare sprinklers (never fewer than st@ll be maintained on the premises so that
sprinklers that have operated or been damaged iway can be promptly replaced.
NFPA 25 5.4.1.4

Where dry sprinklers of different lengths are ithsth spare dry sprinklers shall not be required,
provided that a means of returning the systemrtacseis furnishedNFPA 25 5.4.1.4.2.1

Compressors used in conjunction with dry pipe &emsystems shall be maintained in accordance
with the manufacturer’s instructiornsFPA 25 5.4.2.4

Each automatic fire sprinkler system must be inggkoquarterly. One of the quarterly

inspections must be termed an annual inspectiorbantbnducted by a qualified licensee. The
other quarterly inspections may be conducted byrasgonsible person, including an employee
of a firm, who, in the opinion of the authority hiag jurisdiction, has sufficient knowledge of

the system to conduct such inspections. The qlariaspections must conform to the

requirements of N.F.P.A. Standards 13 and 25. Riscof inspection must be kept on-site for
review by the authority having jurisdiction. Anyfabencies must be reported to the authority
having jurisdiction if the owner or occupant haseiged notice of the deficiency and fails to
correct the deficiency within 30 daySAC 477.460
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If a maintenance inspection indicates that addatiovork is required on a fire sprinkler system

in order to have the system conform to code requerdgs, the licensee shall notify the owner and
the authority having jurisdiction in writing immexdely after the inspection. A tag must be
properly signed, punched and attached. The worticidat” must be written across the bottom

of the tagNAC 477.460

A licensed company must give 30 days’ written motto the owner, the occupant and the
authority having jurisdiction before it may discionite service to the owner or the occupant, or
both.NAC 477.460

The distributor, installer or agency to providevesg to customers must submit evidence of its
capability to repair and restore an automatic $eimsystem within 24 hours after notification of

a fire or fault in the system and must repair aeyswithin 24 hours after being notified by the

owner that a system requires servNAC 477.465

Where quick-response sprinklers are installeds@iinklers within a compartment shall be quick-
resSponseNFPA 13 8.3.3.2

When existing light hazard systems are convertagséoquick-response or residential sprinklers, all
sprinklers in a compartmented space shall be cdaNg@A 13 8.3.3.4

LasVegasFire& Rescue
Fire Prevention Division
(702)229-0366
www.lasvegasnevada.gov/L awsCodes/fire_code.asp
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